
Air flow 1200 CFM
Static pressure 9” of water
Number of air inlets 1 at 5″ / 2 at 4″
Bag diameter 16”
Top filter bag length 1 Micron cloth – 46”
Bottom collection bag length Plastic (3 included) – 46”
Space occupied 35” x 19” x 83”
Packing size 35” x 20” x 18”
Gross/net weight 99 lbs / 93 lbs
Impeller 11-1/2” steel
2-hose connection diameter 4”

Motor 1-1/2 HP,  115V (15 Amp)/230V (7.5 Amp),  
1 Ph, 3400 RPM

Prewired voltage 115V
Decibels output 78 dB

REPLACEMENT ACCESSORIES
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Includes one (1)  
4” hose 4 feet  

long.

1200 CFM

EXCEPTIONAL 
SUPERMAX FEATURES
Our 1 micron bag can collect up to 99% 
of particles as small as 5 microns and 
90% of particles as small as 1 micron 
in size. In other words, you’ll have a 
clean shop. 

	� �1-1/2 HP TEFC induction motor for 
long-lasting, smooth performance.

	� Reversible motor mounting  
capability to better direct air  
flow (suction up/down).

	� Finned aluminum motor housing 
keeps motor running cool during  
long periods of use.

	�� Curved 11-1/2” steel impeller  
produces maximum air velocity for 
efficient dust collection.

	� Sturdy steel base with four  
easy-gliding wheels for moving  
from machine to machine or for  
storing out of the way.

	 Maximum 1200 CFM.

	� 1 micron top and plastic bottom 
collection bags provide large dust 
collection capability.

	 CSA CERTIFIED

#821200

1-1/2 HP DUST COLLECTOR

#20051023101A3

 
1-micron filter bag

#61804

 
Clear collection bags (5-pk)

1 micron bag.

Reversible motor  
mounting allows for hose 
up/down applications.

Steel impeller for  
durability and  
maximum air flow.

DUST COLLECTOR
1-1 /2 HP


